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TAMPA ELECTRIC CO. STANDARDS
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REFERENCES

INDEX     
SEC. 2    
SEC. 8    

  6-3,  

   PRECAST 5’ X 10’-6" X 7’ CONCRETE   
                                       

           PULLBOX/SPLICEBOX           

GENERAL RULES & SPECIFICATIONS UG.

  GR&S UG.
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SECTION A-A
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BELL END FLUSH WITH CONCRETE

12" DIAMETER SUMP

SEE NOTE 3

SEE DETAIL ’A’

6"

3. CABLE RACKS AND SUPPORTS TO BE INSTALLED AS NEEDED TO SUPPORT CABLE.

OVER A 10" X 20" AREA.)

NOTES:
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DETAIL ’A’
TYPICAL CABLE RACK

AND SUPPORTS

2. WHEN INSTALLING PRIMARY CABLE, USE LOWER CONDUIT AND RACKS.

4. LOAD CLASS H20 RATING. (H20 RATING IS 32,000 LBS. SINGLE AXLE LOAD

RACK 

SUPPORT 

SUPPORT 
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EXTERNAL GROUNDING
 
1" CONDUIT FOR
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PULLING

IRON

STD. 7-15 

1. BOX WILL ACCOMMODATE (2) TWO 1000 MCM PRIMARY CIRCUITS.
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SEE NOTE 8 ON PAGE 2 OF 2

AM/

TEC NO. 2004848

TEC NO. 2004852

TEC NO. 2004853


